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Environmental Protection Agency § 63.1341

Subpart KKK [Reserved]

Subpart LLL—National Emission
Standards for Hazardous Air
Pollutants From the Portland
Cement Manufacturing Indus-
try

SOURCE: 64 FR 31925, June 14, 1999, unless
otherwise noted.

GENERAL

§ 63.1340 Applicability and designation
of affected sources.

(a) Except as specified in paragraphs
(b) and (c) of this section, the provi-
sions of this subpart apply to each new
and existing portland cement plant
which is a major source or an area
source as defined in § 63.2.

(b) The affected sources subject to
this subpart are:

(1) Each kiln and each in-line kiln/
raw mill at any major or area source,
including alkali bypasses, except for
kilns and in-line kiln/raw mills that
burn hazardous waste and are subject
to and regulated under subpart EEE of
this part;

(2) Each clinker cooler at any port-
land cement plant which is a major
source;

(3) Each raw mill at any portland ce-
ment plant which is a major source;

(4) Each finish mill at any portland
cement plant which is a major source;

(5) Each raw material dryer at any
portland cement plant which is a major
source and each greenfield raw mate-
rial dryer at any portland cement plant
which is a major or area source;

(6) Each raw material, clinker, or fin-
ished product storage bin at any port-
land cement plant which is a major
source;

(7) Each conveying system transfer
point at any portland cement plant
which is a major source;

(8) Each bagging system at any port-
land cement plant which is a major
source; and

(9) Each bulk loading or unloading
system at any portland cement plant
which is a major source.

(c) For portland cement plants with
on-site nonmetallic mineral processing
facilities, the first affected source in
the sequence of materials handling op-

erations subject to this subpart is the
raw material storage, which is just
prior to the raw mill. The primary and
secondary crushers and any other
equipment of the on-site nonmetallic
mineral processing plant which pre-
cedes the raw material storage are not
subject to this subpart. Furthermore,
the first conveyor transfer point sub-
ject to this subpart is the transfer
point associated with the conveyor
transferring material from the raw ma-
terial storage to the raw mill.

(d) The owner or operator of any af-
fected source subject to the provisions
of this subpart is subject to title V per-
mitting requirements.

§ 63.1341 Definitions.

All terms used in this subpart that
are not defined in this section have the
meaning given to them in the CAA and
in subpart A of this part.

Alkali bypass means a duct between
the feed end of the kiln and the pre-
heater tower through which a portion
of the kiln exit gas stream is with-
drawn and quickly cooled by air or
water to avoid excessive buildup of al-
kali, chloride and/or sulfur on the raw
feed. This may also be referred to as
the ‘‘kiln exhaust gas bypass’’.

Bagging system means the equipment
which fills bags with portland cement.

Clinker cooler means equipment into
which clinker product leaving the kiln
is placed to be cooled by air supplied by
a forced draft or natural draft supply
system.

Continuous monitor means a device
which continuously samples the regu-
lated parameter specified in § 63.1350 of
this subpart without interruption,
evaluates the detector response at
least once every 15 seconds, and com-
putes and records the average value at
least every 60 seconds, except during
allowable periods of calibration and ex-
cept as defined otherwise by the con-
tinuous emission monitoring system
performance specifications in appendix
B to part 60 of this chapter.

Conveying system means a device for
transporting materials from one piece
of equipment or location to another lo-
cation within a facility. Conveying sys-
tems include but are not limited to the
following: feeders, belt conveyors,
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